
 

 

Wir beraten Sie gern: 
0800 33 999 33 
www.o2business.de 

 
 
 
 
One Access Router 
 

OneAccess 2515 

 

 



One Access 2515  Seite 2 

Übersicht 
 

 

1. OneAccess ONE1526 3 

2. Ports and Connections 3 

2.1   Front View           3 
2.2 Rear View           3 

3. Produktspezifikationen 5 

 

 

 



One Access 2515  Seite 3 

1. OneAccess ONE2515 

The ONE2515 provides up to 1 Gbps routing performance (with services turned on) combined to an embedded powerful 

ISDN voice gateway to aggregate up to 4 PRI ports. It offers a range of software feature options including ONeSBC and 

application performance management.  

The ONE2515 is a fully managed solution with advanced provisioning and network management tools including 

Command Line Interface (CLI) and TR-069 auto-provisioning. Once installed and connected to the network the ONE2515 

can automatically retrieve its required configuration for fast, low-touch service provisioning. 

 

2. Ports and Connections 
 

2.1   Front View 

 
 
 
 
 
 
 
 

 

2.2 Rear View 
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 Interface Beschreibung / Description 

All-IP 
Access 

WAN Copper  
or WAN Fiber  
ETH 1/0 

Anschluss für Ihren All-IP Access Asymmetrisch 
SX oder LX je nach Bestellung (IHV im 
Auftragsformular) 

Ethernet 

0/0 bis 0/3 

Voice (if only voice 0/0-0/8) 
4 Anschlüsse:  

- Bei Nutzung von All-IP Voice ISDN 
Anlagen- oder Primärmultiplexanschluss 
oder Voice SIP zum Anschluss einer SIP-
Telefonanlage 

Wird kein Voice genutzt, stehen die Anschlüsse für 
Internet zur Verfügung 

 
0/4 bis 0/7 
 

Internet  
2 Anschlüsse zur Internetnutzung / 
2 Connections for Internet 

ISDN E1/T1 

S2M / E1  
Anschluss PBX  Standardkonfiguration: 
Bis 30 Sprachkanäle   5/0 
Bis 31 bis 60 Sprachkanäle   5/0 & 5/1 
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3. Produktspezifikationen 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Specifications & Features 

Plastic box : 360 mm x 59 mm x 221 mm (14.17 x 2.32 x 8.7 in) 

Weight: 6.61 lbs (3 Kg) 

Height units: 2 

Interfaces: 

✓ 2x GigE WAN 

✓ 8 Port L2/L3 GigE LAN Switch 

✓ 4 E1/T1 PRI 

✓ Voice SIP Gateway 

Gigabit Ethernet Interfaces: 

✓ 2 ports 10/100/1000 configurable UTP  

✓ 2 ports 10/100/1000 configurable SFP 

✓ 8 ports 10/100/1000 BASE-T layer 2/3 configurable Ethernet switch 
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